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Linux driver installation method

One: All the fileswill be in an empty folder after driver decompression,

such as picture
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IEL link of printer
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linux Driver

Two: Press F4 or using start menu to go into the terminal program, then

input 1s, and press Enter, such show as in Picture 2, (if different,
using CD order to go into the folder then input 1s and press Enter.

l:| rootizbogon:imnthgrsiinug - Shell - Konsole <Z2=

[root@bogon linuxl# 1s -
http %2f%2f127.0.0.1 631.desktop

http %2f%2flocalhost B31.desktop

Linux driver installation method of receipt printe.doc
Linux driver installation method of receipt printe.pdf
Linux_POS58

linux_POS_58-3.tar.bz

Linux_POS58.tar.bz

PO5-58

POS58 linuxdriver

¥printer-58

Xprinter-80

Xprinter-80.tar. bz

¥printer_linux_ 58

Xprinter_linux_58.tar.bz

¥printer_linux_76

Xprinter_linux_76.tar.bz

[root@bogon linux1# ||



Three: Driver Installation(./Xprinter—-80) show as below picture:

l:l root@bogon:imntthgfsiinux - Shell - Konsole <Zx

XP-80 E
Searching for ServerRoot, ServerBin, and DataDir tags in /etc/cups/cupsd.conf
ServerBin tag not present in cupsd.conf - using default
Datalir tag not present in cupsd.conf - using default
ServerRoot

ServerBin
Databir

Copying rastertoxp filter to /usr/lib/cups/filter

Copying model xp_80.ppd files to /usr/share/cups/model/xprinter
Restarting CUPS

& IE cups: [f= ]
B=zh cups: [ = ]

Go to http://localhost:631, or http://127.0.0.1:631 to manage your printer pleas
el

[root@bogon linux]# | E

Driver Installation finished

Four : Printer setting(l. Inputting http://localhost: 631 or
http://127.0.0.1:631 to browser, 2. Opening the URL link which settled
by the printer (remark: alternative)



http://localhost:
http://127.0.0.1:631

= Common UNIX Printing System
Home

Welcomel

These weh pages allow vou to monitor your printers and jobs as well as perform system
ary of the tabs above or on the huttons below to perform a task.

Add Class ‘ Add Printer Manage Classes Manage Jobs

it vour are asked for & usemame‘éﬂ{passward, Eritar VoL fogin Lserniame &
username and password.

About CUPS

2 Add Printer
SYSTEM
IR Administration Documentation/Help

Click here

Add New Printer Printer

Name (necessary)

Name:[ & ]
(May contain any printable characters except ", "#", and space)

Location:[ ]
(Human-readable location such as "Lab 1

Description: [
(Human-readable description such as "HP Laserdet with Duplexer")

. -, .

Five:Choose interface as below:



U
EIER  Administration

Device for xp-80

Device:

AppSocketHP JetDirect
AppSocket/HP JetDirect
Eackend Error Handler
Internet Printing Protocol (http)
Internet Printing Protocol (ipp)
LPLVYLFRE Haost ar Printer

LPDV/LPR W_/ FARALLEL
LPT #1 /

Parallel Port #1
Parallel Part #1 (CANOMN) F.
Parallel Port #1 (EPSON) E

LAN

USB port will be showed only when the printer connect with PC

Six: Choose LAN port show as below picture

V BGETTA  Administration
Device URI for XP-80

Device URI |socket:fﬂ 52.168.1.230:3100| ]
Examples:

httpifhostname: 63 1/ipp/ . .
httpifhostname:631/ipp/port 1 Socket://+IP+:+Port No.

inpffhostnamefippf
inpffhostnamefipp/port1

Ipd:ffhostnamel/gueus

socket‘hostname
socket:‘hostname: 3100

See "Metwork Printers” for the correct URI to use with your printer,
CIIEy+— continue



N/ girmrm Administration
Make/Manufacturer for XP-80

Make: | Generic |~
Gestetner
Heidelherg

Hitachi D

HP
=¥ Thera iz ng thiz

Imagen item when

Infotec ingtallation first
B speed E time, just can be

Kodak - chosen after first
time installation
. Continmue

Or Provide a PPD File: | ]
1§l BRI TEIE = B
N, IERE R P ST ERM A a5 .
A
Ry CUPSEL‘?—wILiHUX D
BPEW: | |
=hE: | v ]
R Fassword
Enter —» |[ ®EQ || BHO |

Seven: Adding printer successful if below picture appear



=N Add Printer
B  Administration | [NEEREE BRI

Printer XP-80 has been added successfully.

Coming below page automatically later, this page is printer parameter

setting, can the default configuration, also can be chose according to
need as below picture:

o Set Printer Options

LT Administration Documentation/Help
XP-80: General

Media Size: | 80mm x 297mm | ~|

XP-80: Device Settings

Cash Drawer: [Cash Drawer #1 Before Printing |v]

Elank space at page’s end: n
Feed distance after print: | feed 30mm n

Cutting: | Cut at the end of page M

Beeper: [Beep before every page |v]
NV Logo: | Do not print MY Logo |~

Set Printer Options

Eight: Printing test



& test - KiWrite

Welcome to use the impact and therm3]
professional POS receipt printer company,
Welcome to use the impact and thermal printer manufactured by, Frint
professional POS receipt printer company,

Welcome to use the impact and thermal printer manufactured by

professional POS receipt printer company,

Welcome to use the impact and thermal printer manufactured by

professional POS receipt printer company,

Welcome to use the impact and thermal printer manufactured by,
professional POS receipt printer company,

Welcome to use the impact and thermal printer manufactured by

professional POS receipt printer company,

Welcome to use the impact and thermal printer manufactured by

professional POS receipt printer company,

Welcome to use the impact and thermal printer manufactured by,
professional POS receipt printer company.

Welcome to use the impact and thermal printer manufactured by

professional POS receipt printer company.

Choose the printer which was installed just now



=L ITE test - K\Wirite
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Completed
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